
Slim
smart pharmacy 
robot

FABLOX 2.0 SLIM

www.fablox.plsmart pharmacy robot

Specifications:

230/255/280/305/330 cm

86/96 cm

341-716 cm

75 cm

59 cm

484/597 mm

188 mm

1550 pcs

7128 pcs

8 storage modules

Possible

15/30/60 mm

70/120/170 mm

500 g

Approx. 3 min. (75 pcs)

Automatic

Auto. | max. 150 pcs/h

Auto. | max. 600 pcs/h

One for each sales point

1D/2D- smart camera

Automatic

Automatic

Automatic

Windows OS

Yes

Yes

24/7

Yes

OMROM

OMRON Servo drive

Encoders

Yes

Yes

Inside and outside

2000/500/200 W

70 dB

Yes

Yes

Yes

Minimum 10 years

Height

Depth

Width

Storage module width

Loading/control module width

Shelf depth 

Shelf depth- loading module

Typical capacity per storage module

Maximum capacity per storage module

Maximum number of storage modules

Belt conveyor system integration

Minimum container size W/H/L

Maximum container size W/H/L

Maximum container weight

Time for pharmacist to fill loading drawer

Medication scanning

Medication arrangement

Medication dispense

Dispensing pockets 

Bar code scanning capability

Best-before date reading

Expiration date management

Self validation stock control

Operating system

Software integration

Integration with pharmaceutical system

Remote manufacturer support

Video recording process

Industrial computer

Motion technology

Positioning method

Laser calibration system

Dust protection

Temperature and humidity monitoring

Power consumption MAX/TYP/STANDBY

Maximum noise level

UPS backed up power supply

On-site service/repair 

Spare parts support

Guarantee of construction durability

Duo
smart pharmacy 
robot

FABLOX DUO

www.fablox.plsmart pharmacy robot

230/255/280/305/330 cm

341-716 cm

212/232 cm

75 cm

59 cm

484/597 mm

430 mm

1550 pcs

7128 pcs

16 storage modules

Possible

15/30/60 mm

70/120/170 mm

500 g

Approx. 5 min. (150 pcs)

Automatic

Auto. | max. 300 pcs/h

Auto. | max. 1200 pcs/h

One for each sales point

1D/2D- smart camera

Automatic

Automatic

Automatic

Windows OS

Yes

Yes

24/7

Yes

OMROM

OMRON Servo drive

Encoders

Yes

Yes

Inside and outside

4000/1000/400 W

70 dB

Yes

Yes

Yes

Minimum 10 years

Height

Depth

Width

Storage module width

Loading/control module width

Shelf depth 

Shelf depth- loading module

Typical capacity per storage module

Maximum capacity per storage module

Maximum number of storage modules

Belt conveyor system integration

Minimum container size W/H/L

Maximum container size W/H/L

Maximum container weight

Time for pharmacist to fill loading drawer (1of2)

Medication scanning

Medication arrangement

Medication dispense

Dispensing pockets 

Bar code scanning capability

Best-before date reading

Expiration date management

Self validation stock control

Operating system

Software integration

Integration with pharmaceutical system

Remote manufacturer support

Video recording process

Industrial computer

Motion technology

Positioning method

Laser calibration system

Dust protection

Temperature and humidity monitoring

Power consumption MAX/TYP/STANDBY

Maximum noise level

UPS backed up power supply

On-site service/repair 

Spare parts support

Guarantee of construction durability

Specifications:

Prime
smart pharmacy 
robot

FABLOX PRIME

www.fablox.plsmart pharmacy robot

Height

Depth

Width

Storage module width

Loading/control module width

Shelf depth 

Shelf depth- loading module

Typical capacity per storage module

Maximum capacity per storage module

Maximum number of storage modules

Belt conveyor system integration

Minimum container size W/H/L

Maximum container size W/H/L

Maximum container weight

Time for pharmacist to fill loading drawer

Medication scanning

Medication arrangement

Medication dispense

Dispensing pockets 

Bar code scanning capability

Best-before date reading

Expiration date management

Self validation stock control

Operating system

Software integration

Integration with pharmaceutical system

Remote manufacturer support

Video recording process

Industrial computer

Motion technology

Positioning method

Laser calibration system

Dust protection

Temperature and humidity monitoring

Power consumption MAX/TYP/STANDBY

Maximum noise level

UPS backed up power supply

On-site service/repair 

Spare parts support

Guarantee of construction durability

230/255/280/305/330 cm

350-725 cm

175/195 cm

75 cm

59 cm

484/597 mm

430 mm

1550 pcs

7128 pcs

16 storage modules

Possible

15/30/60 mm

70/120/170 mm

500 g

Approx. 5 min. (150 pcs)

Automatic

Auto. | max. 150 pcs/h

Auto. | max. 600 pcs/h

One for each sales point

1D/2D- smart camera

Automatic

Automatic

Automatic

Windows OS

Yes

Yes

24/7

Yes

OMROM

OMRON Servo drive

Encoders

Yes

Yes

Inside and outside

2000/500/200 W

70 dB

Yes

Yes

Yes

Minimum 10 years

Specifications:

Prime
smart pharmacy 
robot

FABLOX PRIME

www.fablox.plsmart pharmacy robot

Altura

Profundidad

Anchura

Anchura del módulo de almacenamiento

Anchura del módulo de carga/control

Profundidad del estante

Profundidad del estante - módulo de carga

Capacidad típica por módulo de almacenamiento

Capacidad máxima por módulo de almacenamiento

Número máximo de módulos de almacenamiento

Integración del sistema de cinta transportadora

Tamaño mínimo del contenedor W/H/L

Tamaño máximo del contenedor W/H/L

Peso máximo del contenedor

Tiempo de llenado del cajón

Escaneo de medicamentos

Organización de medicamentos

Dispensación de medicamentos

Compartimentos de dispensación

Capacidad de escaneo de código de barras

Lectura de fecha de consumo preferente

Gestión de fecha de caducidad

Control de inventario con autovalidación

Sistema operativo

Integración de software

Integración con sistema farmacéutico

Soporte remoto del fabricante

Proceso de grabación de video

Computadora industrial

Tecnología de movimiento

Método de posicionamiento

Sistema de calibración láser

Protección contra el polvo

Monitoreo de temperatura y humedad

Consumo de energía MÁX/TÍP/ESPERA

Nivel máximo de ruido

Fuente de alimentación respaldada por UPS

Servicio/reparación in situ

Soporte de repuestos

Garantía de durabilidad de construcción

230/255/280/305/330 cm

350-725 cm

175/195 cm

75 cm

59 cm

484/597 mm

430 mm

1550 pzs

7128 pzs

16 módulos

Posible

15/30/60 mm

70/120/170 mm

500 g

Aprox. 5 min. (150 pzs)

Automático

Auto. | máx. 150 pzs/h

Auto. | máx. 600 pzs/h

Una para cada punto de venta

1D/2D- cámara inteligente

Automático

Automático

Automático

Windows OS

Sí

Sí

24/7

Sí

Omrom

Servoaccionamiento OMRON

Codificadores

Sí

Sí

Interior y exterior

2000/500/200 W

70 dB

Sí

Sí

Sí

Mínimo 10 años

Specifications:


